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BANYITONG SCIENCE & TECHNOLOGY DEVELOPING CO.,LTD. 

Min. Space Max. Performance

Load Capacity: 3000kg

Electric Multi-Directional 
Counterbalanced Forklift Trucks

MQK30

V202409-EN

BANYITONG SCIENCE & TECHNOLOGY DEVELOPING CO.,LTD.
Tel: +86 551 6219 3112
E-mail: sales@mimachina.com
Website: www.mimaforklift.com
Add: Crossing of Daihe Road and Cailun Road, Hefei, China



ELECTRIC MULTI-DIRECTIONAL 
COUNTERBALANCED FORKLIFT TRUCKS-MQK30

Combined counterbalance forklift 
and reach trucks advantages

360 degree multi-directional drive mode+ 
Continuous driving mode without stopping
Long material and ordinary pallet 
cargo handling and stacking

Compact body design
Multi-directional 
drive mode

Model MQK30

Rated capacity(kg)

Max. lifting height(mm)

Overall width(mm)

Overall length(mm)

Wheel quantities, front/rear 
(x=drive wheel)

Forks outside distance(mm)

Voltage/capacity(V/Ah)

Drive type

Max drive speed

3000

3000-8000

1640

2520

2X/2(three point)

460-1400 

48/600

Seated

10km/h

1MQK30

3000

3000-8000

1540

2560

2X/1(three point)

400-1400 

48/600

Seated

10km/h

Side walking mode Straight walking mode Oblique walking mode Center rotation mode Min.right angle turning Oblique direction adjustment

Free and Flexible Continuous 
Driving Mode without Stopping

Traditional drive mode MQK  Continuous driving mode without stopping

1MQK30

MiMA has launched a new multi-directional counterbalanced forklift MQK30, which has the advantages of both 
counterbalanced forklift and multi-directional reach trucks . Compared with traditional counterbalanced forklift 
trucks, it reduces the stacking channel, side-running mode with high flexibility. Compared with multi-directional 
reach forklift, improved the stacking efficiency, which do not remove the mast forward, very suitable for indoor 
and outdoor working conditions. MQK30 with continuous transport of goods, long material and ordinary pallet 
cargo handling and stacking, it is a multifunctional forklift with excellent operation performance, high efficiency 
and more comfortable.  360° multi-directional driving mode, adapt to complex working conditions, flexibility 
and efficiency. Continuous operation mode without stopping, flexible and convenient direction switching, 
efficient and fast handling of goods. Compact body design with good passability, easy to carry long materials 
through the workshop door and other narrow spaces.


